	2008 Pro Stock Rules and Specifications


	Any North American made car 1968 to present. This division was created as a controlled, economical and competitive form of entry level racing. The race cars are to remain as stock as possible to control costs. No jeeps, station wagons, compact cars, trucks, four wheel drive vehicles, convertibles or Corvettes. NO ENDURO CARS. 

FRAMES:

Frames MUST remain STOCK. 

Cars with uni-body construction must be connected from the rear of the front clip to the front of the rear clip. No. 2x4 frame material can be used to replace stock frame. 10 inch circumference to tie uni-body together. Ford and Mopar may run full-framed Chevy chassis with all stock Chevy chassis components. 

Minimum 103" wheelbase allowed.

Roll cage must be four post design. Top of roll bar must be connected to form a box section and be at least four inches above driver’s head. Bars must be securely fastened to FRAME by WELDING. No screwed pipe fittings allowed. All roll bars must be a minimum of .090 wall thickness. Seamless tubing of 1 ¼" or seamed tubing of 2" outside diameter must be used. Must have at least three (3) door bars on driver’s side and two (2) door bars on passenger side.

Bracing around engine and radiator required with a maximum 2" pipe. One loop must be used

with bracing allowed on each side from loop to frame and must be tied into main roll cage.

Bracing must be kept inside fenders. No bracing may extend beyond bumpers. No sharp edges

allowed. No EXTREME bracing allowed.

Two (2) bars must run from top of roll cage to rear frame. Bracing must be inside trunk.

Cars must have securely fastened front and rear bumpers AT ALL TIMES!

Rub rails are not permitted.SUSPENSION:

All suspension parts must be stock or stock replacement and mounted in stock location.

(INCLUDING A-ARM)

2. No coil-over racing type shocks or heim end shocks. All springs must remain in stock location. No weight jack. No heim ends anywhere. No movement of suspension components in any way. 

Rears can be dropped and blocks are permitted under rears. No adjustable blocks under rears. No rear sliders permitted. No slotters on leaf springs. 

Must have operational four (4) wheel brakes.

Front shocks must be in stock location. Rear shocks may be relocated. NO OUTSIDE ADJUSTMENTS OF SHOCKS; MUST BE STOCK APPEARING.

WHEELS & TIRES:

Steel wheels only with eight (8) inch maximum rim width. All wheels must be reinforced and be attached with oversize lug nuts. Steel beadlocks are allowed. 

Hoosier Racing Tires on all four corners of race car:

8.0/84.0-15 D30 Compound

8.0/87.0-15 D30 Compound

CARBURETOR:

One 2-barrel RODCHESTER carburetor only.

No throttle body cellinoid operated carburetors.

Racing gasoline only. No alcohol. No additives. FUEL WILL BE CHECKED. 

TRANSMISSION & REAR END:

Ford 9" rear optional with stock mounts in stock location on any model car.

Stock rears only. Rears may be locked and gears may be changed.

Stock transmission only. Transmission must be GM to GM, Ford to Ford, etc. Must have working reverse.

Stock type clutch only. No aluminum flywheels. No multi-disc clutch. CLUTCH MUST BE WORKING AT ALL TIMES.

Drive shaft loops required.

Drive shaft must be painted WHITE.

A two (2) inch diameter viewing hole located two (2) inches behind the flywheel is required. Dust covers must be easily removed for tech inspection.

NO AUTOMATIC TRANSMISSION. MISCELLANEOUS:

1. Car Numbers must be at least 18" high and 2" wide and painted on both sides.

2. No rear view mirrors or radios for communication allowed.ENGINES:

ENGINES MUST REMAIN STOCK! Maximum engine size is 355 GM, 357 Ford, 366 Mopar. Maximum overbore for clean-up is .030. Modifications are NOT ALLOWED! Must use GM in GM, Ford in Ford, etc. (with exception of 9-inch Ford rears).

Stock flat top pistons only.

Stock original equipment two barrel carburetor and four barrel in-take is permitted. Adapters permitted. (NO HOLLY CARBS) Headers permitted. RODCHESTER ONLY.

Dart or Angle-Plug heads are permitted. No aluminum heads.

Hydraulic or solid cams are permitted.

Roller TIP rockers are permitted. No roller cams or roller lifters. High valve covers are permitted. Stock type ignition only. No super coils or MSD ignition.

Motor may not be set back past No. 1 plug to center ball joint. (IF NO TOP BALL JOINT, THEN OFFICIALS WILL USE BOTTOM WITH A HALF-INCH SETBACK ONLY.) 

BODIES:

All bodies MUST BE IN GOOD CONDITION, STOCK APPEARING, AND SECURELY FASTENED. No sharp, loose or ragged edges. HAND-MADE STEEL panels will be permitted. Race cars must be safely maintained and kept in presentable condition.

NOTE: NO WINGS OR SPOILERS OR A TRUNK LID THAT APPEARS TO LOOK LIKE ONE. HIGHEST PART OF TRUNK LID MUST BE AT BACK FOR REAR GLASS AREA.) 

Car must have a complete floorboard; it may be patched with steel only. No aluminum.

ALL GLASS MUST BE REMOVED. No windshields are permitted. No broken glass may be in any part of car including door panels.

No aluminum body panels (fenders, doors, etc.). BODY PANEL MUST LOOK STOCK. 

Window screens are mandatory in place of windshield. THESE MUST BE SECURED WITH THREE SUPPORTS.

Original firewall in stock location and must be completely enclosed. No open holes.

Cars must have a complete steel firewall between trunk and driver. No aluminum.

All flammable materials must be removed from car.

NO SPOILERS, WINGS OR AIR DAMS. AIR DAMS NOT ALLOWED ANYWHERE ON CAR.

Plastic bumpers permitted providing they cover steel bumper.

Inner fender wells can be removed from the rear end of car, and the inner deck panels can be removed and replaced with new metal. 

The fuel cell can be placed and lowered between the frame rails. It may not sit lower than the center of the rear end. 

Sloped front end piece will NOT BE PERMITTED.

Driver compartment MUST BE OPEN inside DOOR TO DOOR.

SAFETY:

Seat belts MUST be properly attached to the frame or roll cage and be in good, operable condition.

Approved 5-point seat belts, shoulder harness and anti-sub belt mandatory. 

Only SNELL approved full-faced helmets MUST be worn whenever the car is in operation.

Fire suits and flame retardant gloves are mandatory.

A fire extinguisher must be mounted inside race car in reach of driver.

Driver’s side window net is mandatory AND BE CLOSED WHILE ON TRACK.

Racing seat with head rest is required and must be securely mounted to the roll cage. 

Fuel cell is mandatory and must be securely fastened with at least two (2) one inch straps inside the trunk.

Steel trunk floor may be altered to allow fuel cell placement between frame rails. 

Fuel cells may not sit lower than the rear end. 

Fuel cell vent hose MUST extend equal to or lower than bottom of fuel cell. 

The battery may be relocated but must be securely fastened and have a protective covering regardless of location. 

There will be a time limit on the Pro Stock heat races: 5 laps, or 10 minutes, whichever expires first. The time limit on the feature event, unless it is the last event on the program, will be 15 laps or 30 minutes. WEIGHT:

Total weight of car and driver may not be less than 3,000 pounds. Weigh-in to be after any event; top five finishers from main event will be measured as car comes off the track in the condition that it took the checkered flag. Bolt-on weight is permitted. Weight measured by Selinsgrove Speedway scales. 


	  


	2007 Road Runner Rules and Specifications


	The purpose of this division was to create a controlled economical, competitive form of entry-level racing. The primary concern is to keep the cars as stock as possible to control costs. The claim rule was put in place to deter the participants from spending excessive amounts of money on the car. Remember another competitor can claim your car at any time.THE CAR AND BODY:

Any 1960 to 1995 sedan is eligible. NO JEEPS, STATION WAGONS, CONVERTIBLES OR SPORTS CARS.

Minimum stock wheel base allowed: 108". Wheel base must be in accordance with factory body specifications.

All doors must be welded or bolted.

No extra bracing anywhere of any kind.

All glass must be removed.

High back aluminum racing seat only.

A complete fire wall must seal the trunk area from the driver’s compartment. Rear seat must be removed and replaced with a steel fire wall. No opening of any kind permitted. NO ALUMINUM.

Complete bumper to bumper steel unibody must be retained. Cars with unibody construction must properly tie frame rails together (2x3 box).

The stock steel unaltered floor pan, fire walls, trunk, trunk floor, and wheel wells must be retained. No sectioning, channeling or chopping allowed. Inner wheel wells must be left in place.

Cars must be strictly stock. No cutting, channeling or shortening allowed. No holes in the hood. Body sheet metal must be kept in place at all times.

Front firewalls must be completely sealed.

Cars must have complete stock bumpers. 

Drive shaft must have a safety loop or chain located at forward end of drive shaft. Drive shaft is to be painted white.

No mirrors of any kind.ROLLBAR INSTALLATION:

Must be four post design with front roll bar following windshield contour and rear roll bar in back of driver’s seat.

Top of roll bar must be connected to form a box section and be at least four inches above drivers head.

Bars must be securely fastened to FRAME by WELDING . No skewed pipe fittings allowed.

All roll bars must be a minimum for .090 wall thickness.

Seamless tubing of 1 ½" or seamed tubing of 2" outside diameter must be used. Must have at least (3) door bars on driver’s side and two (2) door bars on passenger’s side.

Bracing around engine and radiator required with a maximum 2" pipe. One loop must be used with bracing allowed on each side from loop to frame and must be tied into main roll cage. Bracing must be kept inside fenders. No bracing may extend beyond bumpers.

Two bars must run from top of roll cage to rear frame section. Bracing must be kept inside trunk.

SUSPENSION:

No modifying of suspension is permitted-THIS MEANS NONE!!

Suspension parts must remain absolutely stock and unaltered for make and model of car used. No spacers, lumber or chains, etc. may be used to alter stock suspension of the car.

No after-market racing springs. No cutting of springs.

No after-market racing shocks. Stock type shocks only.

Suspension must work and look stock. No pinching of shocks to stop travel.

No spring jacks, blocks or reverse shackles permitted.

NO STEERING QUICKENERTRANSMISSION AND REAR:

All rears MUST remain STOCK! Rears may be locked and gears may be changed.

Cars must have a fully working transmission. No aluminum flywheels. Stock clutches only.

TIRES AND WHEELS:

Only steel wheels allowed (8" max.) No mags, or bead locks. No protrusions from wheels!

You must use five one-inch lug nuts per wheel.

DOT Hoosier Tires P-255/60R-15 or P-275/60R-15 or any DOT approved tire not measuring more than 10.5 inches from sidewall to sidewall. No winter tread, recaps or McCreary tires. 

GAS TANK INSTALLATION:

Stock gas tank must be removed and replaced with a plastic fuel cell.

RACING GASOLINE ONLY. No alcohol. No additives. FUEL WILL BE CHECKED.

Fuel cell must be installed above trunk floor, in center of trunk as far forward as possible. Must be able to fill from inside trunk. No holes allowed in trunk lid.

Fuel cell must be secured by four over the tank (two in each direction) 1 ½ "X 1/8" straps.

Fuel line must exit from top of tank. No fuel lines in driver’s compartment. Trunk floor must be in place.

Fuel cell vent hose must extend equal to or lower than bottom of fuel cell.

WEIGHT:

Weight limit is 3200 lbs. with driver. No bolt on weight. Any weight is to add as an integral part of the frame or cage.

Weight determined by Selinsgrove Speedway scale only.

ENGINES:

ENGINES MUST REMAIN STOCK!! Maximum engine size is 350GM, 351 Ford, 360 Mopar. Maximum overbore for clean-up is .030. Modifications of any kind are not allowed!! Any modifications will result in disqualification! Must use GM in GM, Ford in Ford, etc.

Engine location MUST remain STOCK.

No aluminum intakes or heads. Stock cast iron (2) barrel intake only, no Canadian intakes. No double hump heads. No angle plug heads.

Hydraulic cam and lifters only (485 max lift).

No machining, grinding, etc. of any kind.

No after-market racing parts of any kind.

No duel point distributors or MSD ignition. Stock ignition only.

Flat top pistons only. Stock stroke only.

12 VOLT SYSTEM ONLY.

NO HIGH SPEED STARTERS.CARBURETOR:

Stock O.E.M. (2) BARRELL CARBURETOR. No other spacer or adapter plates of

any kind. This includes factory EGR plates. Rochester Carburetor only. NO MODIFICATIONS OF ANY KIND!!EXHAUST:1. Stock cast iron only. No headers allowed.NUMBER AND APPEARANCE:

A number of at least 18" or more in height must appear on both doors of car in contrasting color.

Cars must display rooftop numbers 24", readable from the left side.

SAFETY:

Seat belts must be properly attached to the frame or roll cage and be in good condition.

Quick release safety belt should harness and anti submarine belts must be used. Must be 3" nylon. All safety equipment must be used at all times when the car is on the track or getting ready to go on the track.

Only Snell approved helmets MUST be worn.

Fire suits are mandatory.

All cars must have an approved, fully charged fire extinguisher securely mounted and within reach of driver.

Window screens are mandatory in place of windshield.

Driver’s side window net is mandatory.

If battery is moved it must be securely fastened and in a protective covering.

Must have operational four (4) wheel brakes.


